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KRAIL/SCTL/06/2023/GPR DATE: 19.06.2023

NOTICE FOR INVITING QUOTATION FOR GPR SURVEY FOR UTILITY
SCANNING OF CHALAI MARKET: SMART CITY PROPOSAL

Sealed quotations are invited from reputed firms for conducting GPR Survey for the
utility scanning of Chalai market under Smart City Project proposal. All field works
shall be conducted in the presence of KRDCL team. The interested bidders may
quote their rate in the table below:

The schedule of the above mentioned work is as below:

SI.No Description Unit | Quantity Unit Amount
Rate (in Rs)

Underground Utility
1 identification by GPR upto Kms |8
road width of 10m

Underground Utility
identification by GPR upto Kms |4
road width of 10-15m |

Total amount in figures

Total amount in words

The interested agencies may visit the site in advance and submit quotations in office
of KRDCL. The quotations duly signed and stamped should be submitted at KRDCL
office by hand or post. The last date for receipt of quotation is 26/06/2023 upto 15:00
hrs. The quotations received incomplete and/or submitted after the due date and
time shall be summarily rejected. This office reserves the right to accept or reject any

or all quotations without assigning any reasons.
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TERMS FOR REFERENCE

1. Mainly following underground utility mapping and allied components details

would be captured;

Location and Alignment of Water Supply Distribution Network along the
road width, connectivity with households/properties inclusive all the
entities in network along with information of the material, size, length,
depth etc. for said underground utilities/service lines.

Location and Alignment of Sewerage System, Sewerage Pits/Manholes
along the road width inclusive all the entities in system along with
information of the material, size, length, depth etc. for said underground
utilities/service lines.

Location and Alignment of entire Tertiary Treated Water Distribution
System along the road width, connectivity with households/properties
inclusive all the entities in system along with information of the material,
size, length, depth etc. for said underground utilities/service lines.
Location and Alignment of entire Storm Water Drainage System, Road
Gullies, connectivity with discharge points along the road width inclusive
all the entities in network inclusive all the entities in system along with
information of the material, size, length, depth etc. for said underground

utilities/service lines.

In addition to above, any other underground utilities/service lines which would be

identified during GPR survey w.r.t. Telecommunication, Electrical/Power lines, Gas

Pipe-line, along with information of the material, size, length, depth etc. and or any

other underground service lines that may exist shall be mapped and integrated with

the base map.

2. Positions and levels shall be related to the specified grid and datum and shall

normally be related to the centre of metallic pipes or cables, crown of ducts

and inverts of sewers and drains.

3. All the utilities must be mapped to original geo reference/ coordinates.

4. The survey output must be compatible to GIS format.

5. The agency/firm shall superimpose the survey output on to the base map. Any

corrections, deviations required must be corrected in consultation with all

concerned authorities.



L-Section of all road network and X-Section at every 50 meter up to property
limit for which spot level at every 10 meter in transverse for X-section and 20
meter in longitudinal for L-Section.

Accuracy of GPR/EPL data is +/- 15 cms vertically and horizontally.

The above requirement includes field survey/verification as well as mapping

activities according to standard specifications & quality procedures.

The hard copy of the maps with all the above digitized features is to be prepared on

1:2000 scales for updating of base map through field survey verification process.

DELIVERABLES

i 1
2

GPR Survey Data in all the available formats.

Single seamless digital geographical file in PGDB format containing features
of the complete area compatible with existing GIS Software.

Final Map prepared/integrated on Base Map.

Any other files prepared, for integration into GIS

The drawings should be submitted to KRDCL in softcopy (1 set) and hard

copies ( 1set ) as A2 sheets duly indicating all the details as a draft copy and after

finalisation of the drawing, it should be submitted in hard copy (1 set) and softcopy

(1set) duly making the modifications, if any.

NOTE

1. Rate quoted shall be excluding GST
2.

Rate shall be inclusive of all labour/staff/fengineers, hire charges of tools,
instruments and software.
Application TDS of GST and Income Tax will be deducted from the bill

submitted

4. Completion period is 14 days from the date of issue of work order

5. No advance payment will be paid

6. The payment will be done after completion of the work.
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