KRDCL HQ-ADMINISTRATION/KRDCL HQ

TENDER DOCUMENT

Tender No: 10-KRDCL-RUB-2025-0OT

Closing Date/Time: 28/11/2025 16:00

MANAGING DIRECTOR/KRDCL acting for and on behalf of The President of India invites E-Tenders against Tender No
10-KRDCL-RUB-2025-0T Closing Date/Time 28/11/2025 16:00 Hrs. Bidders will be able to submit their original/revised
bids upto closing date and time only. Manual offers are not allowed against this tender, and any such manual offer

received shall be ignored.

1. NIT HEADER

Name of Work

Kozhikode - Kannur Section - Construction of Proposed Road Under Bridge in lieu of
LC No. 187 (Vallayil Gate) at Rly Km 667/100-200 b/w Kozhikode and West Hill
stations of Palakkad Division (7.50m wide carriageway (Two lane), 9.25m x 3.50m
RCC Box, Cast in Situ/Box Pushing with Temporary Girders)

Bidding type

Normal Tender

Tender Type

Open

Bidding System

Two Packet System

Tender Closing Date
Time

28/11/2025 16:00

Date Time Of Uploading

Tender

05/11/2025 16:29

Pre-Bid Conference

Yes

Pre-Bid Conference Date

12/11/2025 14:00

to bid

Member Allowed

Required Time
Advertised Value 128089224.90 Tendering Section CIVIL
Bidding Style |[e|\3/2|015|0n atSchedule \Biqding Unit
Earnest Money (Rs.) 790500.00 Validity of Offer ( Days) 120
Tender Doc. Cost (Rs.) [0.00 Period of Completion 12 Months
Contract Type Works - General Contract Category Expenditure
Bidding Start Date 05/11/2025
Are JV allowed to bid Yes Number of JV Member 3

Allowed
Are Consortium allowed No Number of Consortium 0

Ranking Order For Bids

Lowest to Highest

Expenditure Type

Capital (Works)

2. SCHEDULE
S.No. | Item |Item Qty| Qty Unit | Unit Rate Basic Value |Escl.(%) Amount Bidding
Code Unit
Schedule () A-ltems of works that are covered by the Southern Railway USSOR
2021 as corrected by and up to date applicable to TRIVANDRUM & PALAKKAD Al
DIVISION for Construction of Road under Bridge including RCC box of Railway 35725853.40
. . - Below/Par

span, approaches, diversion road and all associated works except Cement &
reinforcement Steel

Please see Item Breakup for details. 35725853.40 AT Par 35725853.40

Description:- Items of works that are covered by the Southern Railway USSOR 2021 as corrected by
1 and up to date applicable to TRIVANDRUM & PALAKKAD DIVISION for Construction of Road under
Bridge including RCC box of Railway span, approaches, diversion road and all associated works
except Cement & reinforcement Steel

S.No. | Item |Item Qty| Qty Unit | Unit Rate Basic Value |Escl.(%) Amount Bidding
Code Unit
Schedule () B-ltems of works that are covered by the DSR 2021 for Al
Construction of Road under Bridge including RCC box of Railway span, 18969734.15
. . . ; Below/Par
approaches, diversion road and all associated works except reinforcement Steel
Please see Item Breakup for details. 18969734.15 AT Par 18969734.15

1 Description:- Items of works that are covered by the DSR 2021 for Construction of Road under
Bridge including RCC box of Railway span, approaches, diversion road and all associated works

except reinforcement Steel
S.No. | ltem |ltem Qty| Qty Unit | Unit Rate Basic Value |Escl.(%) Amount Bidding
Code Unit
Schedule () C-ltems of works that are not covered in USSOR 2021 & DSR 2021
for Construction of Road under Bridge including RCC box of Railway span, 16865038.00
approaches, diversion road and all associated works except reinforcement Steel
NS1 | 1.00 Each| 970000.00 970000.00 AT Par 970000.00 Rs.
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Tender No: 10-KRDCL-RUB-2025-0OT Closing Date/Time: 28/11/2025 16:00

Description:- Designing and developing Detailed structural and working Drawings for RUB based on
Railway's approved GADs, duly collecting necessary data from Railways and R&B authorities, duly
designing members and submission of check plot duly getting proof-checked by Railway approved
institutes (IIT/IISC/NIT), submitting forb railways verification and approval, making corrections duly
incorporating suggestions in drawings/designs, further submission of original intransparent film paper
and soft copy(CD) for Railways approval etc with contractor's technical expertise and instruments,
labour, consumables repeatedly attending til final approval etc, complete as directed by Engineer in-
charge.(The agency for proof checking will be approved by KRDCL in discussion with Railways) Unit -
Each RUB including aproaches

NS2 | 1.00] Each| 13703.00 13703.00] AT Par 13703.00] Rs.

Description:- Preparation of completion plans for the RUB in AutoCAD duly making corrections in the
existing drawings based on the completion of bridge work over the already prepared drawings,
supplying a draft print out of the completed drawings for scrutiny and taking the final print out on
good quality tracing film, supplying the same with 3 hard copies etc. complete with contractor's own
men, materials, tools and plants, survey equipments, vehicles, machinery, fuel, consumables,
technical supervisors, computer etc. complete and as directed. Unit - Each Bridge

NS3 | 500.00]  Metre 127.00 63500.00] AT Par 63500.00] Rs.

Description:- Supplying and laying of following size DWC HDPE pipe 63 mm dia (OD-63 mm & ID-51
mm nominal) ISI marked along with all accessories like socket, bend, couplers etc. conforming to IS
14930, Part Il complete with fitting and cutting, jointing etc. in the existing trench, complete as
required.

NS4 |  11.00] Numbers| 22638.00 249018.00 AT Par 249018.00 Rs.

Description:- Supply and erection of 7 mtr long 3 mm hot dip galvanised octagonal poles (single arm
bracket, single arm pole) made up of 3mm thick HT steel with following features :Dia. 175mm at
bottom and 70mm at the top, Base plate of size:275x275x16mm, 1500 mm long double/single arm
bracket of 48.3mm outer dia & 3mm thick Gl pipe at a it angle of 10 degree all as per drawing

NS5 | 11.00[ Numbers| 10193.00] 112123.00] AT Par 112123.00] Rs.

Description:- Supply, Installation Testing and Commisioning of 80 watt LED street light fixure
(Havells make model Pearl Endura Plus)/ or Equivalent Wipro/Bajaj/Philips make incliuding
aceessories, bolt & nuts/studs etc complete suitable for smart lightining configuration and not brand
specific.

NS6 | 4.00{ Numbers 11549.00| 46196.00 AT Par 46196.00 Rs.

Description:- Supply, Installation Testing and Commisioning of 80 watt LED street light
fixure(Havells make model Pearl Endura plus)/or equivalent Wipro/Bajaj/Philips make including
acessories like brackets of 45cm length 3mm thick Gl pipe with base at a tilt angle of 10 degree,
fastners etc complete to be fixed on the internal walls of RCC Box of RUB suitable for smart lighting
configuration and not brands specific.

NS7 | 500.00]  Metre] 358.00| 179000.00| AT Par]| 179000.00| Rs.

Description:- Supply and laying of PVC/XLPE insulated armoured cable with aluminium conductor of
size 4*25 sq mm for working volages upto and including 1100V conforming to IS Specification through
already laid ducts or pipes

NS8 |  11.00[ Numbers|  1025.00] 11275.00] AT Par| 11275.00] Rs.

Description:- Giving connection to street lighting lamps using 4.0 sqg mm PVC insulated aluminium
wire and 8 No: GI earth wire after providing junction boxes 75mm x 75mm x 100mm made of 3mm
MS sheet powder coated with cover, cutting, jointing and terminating the cables using glands,
sockets,connectores and all accessories and providing earth continuity connections including cost of
wires and all materials, labour, testing and commisioning etc.

NS9 |  11.00] Numbers|  5228.00 57508.00 AT Par] 57508.00| Rs.

Description:- Providing earthing for poles and supports / pillar boxes including supply of materials,
excavation, giving connection, laying lead wires etc. complete using 40mm Gl pipes 3m long and 6
No: Gl wire

10

NS10 | 1.00] Each|  83400.00] 83400.00] AT Par] 83400.00| Rs.

Description:- Supply, installation, testing & commisioning of Group control street light switching
feeder panel 30KVA, 3 ph-63 A or equivalent as per feeder electrical wiring & exact number of
Network components and space for mouting of KSEB meter and availing connection from KSEB,
including all charges for services connection, cabling etc., control switches, fuses etc. for automatic
switching on and off. The gateway/controller shall generate alerts for various fault conditions and
send alerts to web application along with time stamp for such alerts via SMS/Email complete as per
specifications. (Including on board 4GB SD card for storing data in the absence of GPRS connection)

11

NS11 | 1.00] Numbers|  1390.00] 1390.00 AT Par] 1390.00| Rs.

Description:- Mapping and commisioning of Control Panel including supply of related software for
remote monitoring and control of street lights

12

NS12 | 1.00] Each|  4523.00] 4523.00] AT Par] 4523.00] Rs.

Description:- Supply and erection of Syntex box, GSMP5628 with 100A, 415V, Kit-Kat fuse unit with
accessories for clamping to KSEB's post for accomodating energy meter etc as complete.
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Tender No: 10-KRDCL-RUB-2025-0OT Closing Date/Time: 28/11/2025 16:00

13

NS13 50.00 Metre 138.00 6900.00 AT Par 6900.00| Rs.

Description:- Removing the cables of any size and nature viz. Signal/Telecom/Electrical (HT or LT)
existing below Ground Level upto 2m depth including casing of trough without causing any damage to
the cable including excavating the earth upto the cable, refilling the earth after the removal of cable
and placing the cable on the ground with all leads and lifts etc. complete and as directed. (All labour,
materials, consumables, tools and plants, machinery by Contractor). (Payment will be for all cables in
one trench of about 45 cm width)

14

NS14 50.00 Metre| 88.00 4400.00] AT Parl 4400.00| Rs.

Description:- Relaying of the cables of any size and nature viz. Signal/Telecom/Electrical (HT or LT)
existing below Ground Level including casing trough without causing any damage to the cable
including excavating the earth to the required depth, upto a maximum of 1m and filling back the
same earth after laying the cable, without causing any damage to the cable with all leads and lifts
etc. complete and as directed. All labour, materials, consumables, tools and plants, machinery by
Contractor). (Payment will be for all cables in one trench of about 45 cm width)

15

NS15 | 1.00] Set|  19000.00] 19000.00| AT Par] 19000.00] Rs.

Description:- Mobilization including transportation of all necessary plant, equipment and materials
of boring, field testing and sampling and demobilization after completing the work. For machine
boring

16

NS16 | 4.00| Each|  4500.00] 18000.00| AT Par] 18000.00] Rs.

Description:- Setting up boring at each bore hole location including carrying all necessary plant,
equipment and materials of boring and field tests and collection of samples at each bore hole
location. For machine boring

17

NS17 |  40.00]  Metre]  1200.00] 48000.00] AT Par] 48000.00| Rs.

Description:- Boring with rotary power drilling equipment in all type of soil having N value less than
50 excluding hard rock, soft rock, or medium rock for strata up to 10m including conducting
necessary SPT and recovery of undisturbed soil samples at 5m intervals. For ordinary soil

18

NS18 |  40.00]  Metre] 900.00| 36000.00 AT Par] 36000.00] Rs.

Description:- Boring with rotary power drilling equipment in all type of soil having N value less than
50 excluding hard rock, soft rock, or medium rock for strata for next 10m up to a depth of 20m
including conducting necessary SPT and recovery of undisturbed soil samples at 5m intervals. For
ordinary soil

19

NS19 |  16.00]  Metre[  5800.00] 92800.00] AT Par] 92800.00| Rs.

Description:- Boring through all type of hard rock or similar refusal strata of N value greater than 50
using diamond core drilling bit for in land under and banks of river.

20

NS20 [ 16.00]  Metre]  2500.00] 40000.00[ AT Par] 40000.00] Rs.

Description:- Boring through all classes of rock excluding hard rocks having 'N' value greater than
50 using tungsten carbide drilling bit in land.

21

Ns21 | 52.00] Each| 150.00] 7800.00| AT Par] 7800.00| Rs.

Description:- Conducting standard penetration test in bore hole at any depth

22

NS22 | 4.00| Each| 200.00] 800.00] AT Par] 800.00| Rs.

Description:- Recovering undisturbed soil samples using thin tube sampler of 75mm to 100mm
length internal dia 500mm length confirming to relevant IS Code at any required depth including
clearing the bore hole etc complete.

23

Ns23 | 52.00] Each| 50.00] 2600.00] AT Par] 2600.00 Rs.

Description:- Recovering disturbed samples and preserving the same in air tight sample containers
including waxing labelling packing storing including cost of containers as per IS Code

24

NS24 | 1.00] Set|  48000.00] 48000.00| AT Par] 48000.00| Rs.

Description:- Compilation of all field data including bore hole location plan with recommendation for
a suitable foundation after conducting necessary lab test (report in triplicate) as per relevant IS codes.
Note In addition, following tests are to be mandatorily conducted a)Gradation curve and direct shear
test (both C and Phi value) if the soil sample collected is lateritic soil or silty sand or clayey sand b)If
undisturbed sample is collected, UCC tests and corresponding density and water content. c)If the soil
sample is clay, conduct consolidation test and report coefficient of consolidation, compression index,
time for 50% and 90% consolidation and initial void ratio and coefficient of volume compressibility.

25

NS25 | 3000.00] Each| 33.00 99000.00] AT Par 99000.00| Rs.

Description:- Hire charges for using of contractor's CC Cribs of standard size suitable for
staging/support for temporary girders erected for the construction of RUB with specifications as per
IRBM as per the direction of the Engineer in Charge of the work. The rate includes transportation of
the contractor's CC cribs to the work spot, unloading and stacking clear of infringement to the track,
taking back the steel cribs from the site of work after the removal from the staging/support, etc
complete. The contractor is responsible for the loss/damage occuring to the CC cribs during the
handling/ transportation. Payment of the rate will be 75% on transportation and use for the
staging/support and balance 25% on removal and clearing away from the site of work. Unit - Each/day

NS26 82.00 Tonne| 176748.00 14493336.00| AT Par| 14493336.00 Rs.
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Tender No: 10-KRDCL-RUB-2025-0OT Closing Date/Time: 28/11/2025 16:00

26

Description:- Supply including fabrication of temporary steel girder of overall length of 26.80m a
sper RDSO approved drawing, RDSO B-11042 including the cost of all men,machinery,materials,
tools&plants etc.Girder is to be fabricated in RDSO approved workshops following the guidelines
issued by RDSO from time to time. Girder shall be subjected to inspection by Railway Engineers and
work is to be completed as per the direction of Railway Engineers. The fabricated girder set is to be
transported to the project location (LC187 near Vellayil Railway station) and kept ready for erection
after completing all fabrication works required prior to erection. The girder shall be maintained in
good conditiontill the erection at the risk and cost of the Contractor.This item shall include all parts of
the temporary girder, part steel channel sleeper,bolts and clips required for fixing of rails in track
circuited territory. After the completion of RUB work, the temporary girder will be the property of
KRDCL. Stages of Payment A. Supply of Materials for fabrication of Steel girder -20% (Payment shall
be released only on submitting the Indemnity bond, Material Testing Certificate and Invoices) B.
Completion of fabrication of Girder - 60% C. Transportation to project location -10% D. Completion of
work -10%

27

NS27 200.00 Per Day 783.83 156766.00 AT Par 156766.00| Rs.

Description:- Deploying labour with sufficient experience on Permanent Way (Railway track)
maintenance for attending emergency track work and / to man the caution spot as and when required
by the Authority. All required tools have to be arranaged by the Contractor. Unit - Day (8hr)

S.No.

Item |Item Qty| Qty Unit | Unit Rate Basic Value |Escl.(%) Amount Bidding

Code Unit

Schedule () D-ltems of works that are covered by the Southern Railway USSOR,
2021 as corrected by and up to date applicable to TRIVANDRUM & PALAKKAD 10333504.38
DIVISION for Supply of Cement (Schedule A, C)

Please see Item Breakup for details. 11868042.24| (-) 12.93 10333504.38 Above/
Below/Par
1 Description:- Items of works that are covered by the Southern Railway USSOR, 2021 as corrected by
and up to date applicable to TRIVANDRUM & PALAKKAD DIVISION for Supply of Cement (Schedule A,
C)
S.No. | ltem |Iltem Qty| Qty Unit | Unit Rate Basic Value |Escl.(%) Amount Bidding
Code Unit

Schedule () E-Iltems of works that are covered by the Southern Railway USSOR,
2021 as corrected by and up to date applicable to TRIVANDRUM & PALAKKAD 46195094.97
DIVISION for Supply of Reinforcement Steel (Schedule A,B,C)

Above/

Please see Item Breakup for details. 51305081.04| (-) 9.96 46195094.97
Below/Par

Description:- Items of works that are covered by the Southern Railway USSOR, 2021 as corrected by
and up to date applicable to TRIVANDRUM & PALAKKAD DIVISION for Supply of Reinforcement Steel

(Schedule A,B,C)

3. ITEM BREAKUP

Schedule

Schedule A-ltems of works that are covered by the Southern Railway USSOR 2021 as corrected by
and up to date applicable to TRIVANDRUM & PALAKKAD DIVISION for Construction of Road under
Bridge including RCC box of Railway span, approaches, diversion road and all associated works
except Cement & reinforcement Steel

Item- 1

ltems of works that are covered by the Southern Railway USSOR 2021 as corrected by and up to
date applicable to TRIVANDRUM & PALAKKAD DIVISION for Construction of Road under Bridge
including RCC box of Railway span, approaches, diversion road and all associated works except
Cement & reinforcement Steel

S No.

Item Description of Item Unit Qty Rate Amount
No
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Tender No: 10-KRDCL-RUB-2025-0OT Closing Date/Time: 28/11/2025 16:00

Earthwork in filling in embankment, guide
bunds, around buried type abutments,
bridge gaps, trolley refuges, platforms etc.
with contractor's own earth conforming to
Soil Quality  Class 5SQ1/5Q2/SQ3, after
preparation of foundations as applicable,
benching in existing banks wherever
required, spreading in layers with motor
grader, bringing the moisture content to
OMC, mechanical compaction to specified
density and dressing of bank to final profile
as per RDSO Specifications: RDSO/2020/GE:
IRS-0004 with latest correction slips. Note: 1)
Foundation preparation, Benching including
additional earthwork on account of this,
wherever required, shall be paid extra under
relevant schedule item for benching. 2)
Payment for Earthwork under this item shall
b emade based on the cross section
measurements calculated (i) with original
ground profile of existing bank based on
initial ground levels before doing benching
and (ii) final profile of the bank worked out
with final levels as per prevailing guidelines.

1 011031(Using Soil Class SQ1 cum 500.00( 1083.91 541955.00

Providing portable fencing along running
track where work is to be done in close
vicinity of track, maintaining during
execution of work and removing after
completion of the work as per direction of
the Engineer. Fencing shall consist of self
supporting steel angles of size 50mm x
50mm x 6mm, 1.5m long provided with
hooks etc. and embedded in CC 1:2:4 block
of size 0.23m x 0.23m x 0.23m placed at c/c
distance of 2m along track. 12mm dia rods in
three horizontal layers shall be tack welded
with angle posts. Note : Released material
will be property of the contractor after
completion of work. Cost of cement required
for CC blocks shall be paid separately.

2 013041|With provision of one 50mm wide retro-|Metre 30.00 237.25 7117.50
reflective tape in horizontal direction, duly
secured/tight with vertical posts.

3 013080(Shoring with 'Z' section MS sheet piles side[Sgm 208.00( 1104.42 229719.36
by side in all kinds of soil mechanically or
manually as per approved drawing with
contractor's own arrangement complete in
all respects and removal of sheet piles after
completion of the workas directed by
engineer in-charge Note: Payment will be
made as per actual driven length of pile.
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Tender No: 10-KRDCL-RUB-2025-0OT Closing Date/Time: 28/11/2025 16:00

Earthwork in excavation by mechanical
means (Hydraulic Excavator)/Manual Means
for foundations and floors of the bridges,
retaining walls etc. including setting out,
dressing of sides, ramming of bottom,
getting out the excavated material, back
filling in layers with approved material and
consolidation of the layers by ramming and
watering etc. including all lift, disposal of
surplus soil up to a lead of 300m, all types of
shoring and strutting with all labour and
material complete as per drawing and
technical specification as directed by
Engineer in charge. Note: This item will be
used for excavation work in connection with
other miscellaneous works also like side
drains, foundation for OHE masts and other
miscellaneous structures in connection with
Gauge Conversion, Doubling, New lines.

4 022011|All kinds of soils cum 8132.00 232.59( 1891421.88
Providing and laying in position machine
batched, machine mixed and machine
vibrated Cement Concrete of specified grade
as per approved Design Mix (mixed in Mobile
Concrete Batching/Mixing Plant at site or
RMC from approved plants) using 20mm
graded crushed stone aggregate and coarse
sand of approved quality for the following
Reinforced cement concrete structural
elements up to height of 9.0 m from
foundation top level, including finishing,
using Plasticiser in approved proportions (as
per 1S:9103), to modify workability without
impairing strength and durability complete
as per specifications and direction of the
Engineer in charge. Note: 1. Payment for
cement, reinforcement and shuttering shall
be made extra under relevant item. 2.
Plasticiser shall invariably be wused in
approved proportion to increase workability
with minimum possible quantity of cement
for all grade of Design Mix Concrete unless it
is specifically approved citing reasons for not
using plasticiser at the stage of Mix Design
and in that case deduction shall be made as
per relevant item.

5 022052|Wing wall and Return wall cum 453.00( 5106.90( 2313425.70

6 022060|Providing and laying Plain Cement Concrete|cum 289.00| 5190.51| 1500057.39
1:3:6 with graded stone aggregate of 40mm
nominal size, in foundation and floors,
retaining walls of bridges including
mechanical mixing, vibrating, pumping and
bailing out water where ever required with
all materials and Ilabour complete but
excluding the cost of cement and shuttering
as per drawings and technical specifications
as directed by Engineer.
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7 024010|Providing and casting machine batched,|cum 2050.00| 5494.49( 11263704.50
machine mixed and machine vibrated
Cement Concrete of specified grade as per
approved Design Mix, mixed in Mobile
Concrete Batching/Mixing Plant at site or
RMC from approved plants, (Cast in-Situ/Pre-
cast) in bottom/top slab, side walls, toe wall
and sumps haunch filling head walls, thrust
bed or any other component using 20mm
graded crushed stone aggregate and coarse
sand of approved quality of RCC box of any
size including finishing, Plasticiser in
approved proportions (as per 15:9103), to
modify  workability = without impairing
strength and durability, complete as per
drawings and technical specifications as
directed by Engineer in charge. Note: 1.
Payment for cement, reinforcement and
shuttering shall be made extra under
relevant item. 2. Plasticiser shall invariably
be used in approved proportion to increase
workability with minimum possible quantity
of cement for all grade of Design Mix
Concrete unless it is specifically approved
citing reasons at the stage of Mix Design and
in that case deduction shall be made as per
relevant item.

Centering and shuttering including strutting,
propping etc. and removal of form for :

8 025031|All types of bridge sub-structures, e.g. pier,|Sgm 3733.00 853.04| 3184398.32
abutment, wing wall, retaining wall, RCC box
type foundations, Abutment cap, Pier Cap,
Inspection Platform & Pedestal over Pier cap,
Fender wall, Diaphragm wall etc. up to 5m
above ground level

9 031120|Casting and installation of single/twin RCC|cum 1050.00( 7246.41( 7608730.50
box of all sizes with or without common web
section including design of pushing scheme,
thrust bed, casting of all RCC components,
with specified grade of controlled concrete,
pushing it in correct position and alignment
below Railway track/Road following all
measures of track safety by 'Box pushing
technique" as per approved
drawings/scheme, with or without surcharge
in all types of soils with disposal of surplus
earth away from vent up to 1 Km, fixing
arrangement  for all services & utilities
including parapet walls on both sides,
wearing course, foot paths, plaques,
drainage arrangements etc. and all other
incidental works to complete the
ROB/RUB/Canal crossing in all respect as per
specifications to the satisfaction of Engineer-
in-Charge. Note: 1. The rate includes all
items of work/supplies for complete job in all
respects except "cost of Reinforced cement
concrete, cement, reinforcement &
shuttering" of (i) main RCC Box; (ii) Thrust
Bed; (iii) Footpath (iv) Parapet wall and (v)
wearing Course only, which shall be paid
extra under relevant items of USSOR. 2. In
case Drag Sheet and/or Rail Cluster are to be
used as per approved scheme and design,
the same shall be paid extra under relevant
item. 3. The payment for this item shall be
made for the clear inner cross section area
of the parent RCC Box/Boxes and barrel
length i.e. clear inner volume of parent RCC
Box/Boxes.
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10 031121|Extra for using Gl Drag Sheet, 1.50 mmjcum 1050.00( 1152.17( 1209778.50
thick, for protection of track from subsidence
while pushing the box as per design over
item no. 031120. Note: The payment for this
item shall be made for the clear inner cross
section area of the parent RCC Box/Boxes
and barrel length i.e. clear inner volume of
parent RCC Box/Boxes.

Loading, transportation of Precast RCC
Girders / Slabs / Ballast retainers / Steel
Girders etc. from Casting Yard to Site of
Work, unloading and stacking at site of work
at prescribed location as directed by
Engineer-in-Charge above 60 kms.

11 031171|Above 60 km up to 80 km MT 71.00 652.87 46353.77

12 041080(Supplying, Fabricating and fixing access|MT 16.00|123549.44| 1976791.04
ladders, inspection platforms, Trolley refuges
etc., on bridges with structural steel
conforming to 15:2062 including welding /
bolting, priming painting with one coat of
ready mixed paint of Zinc Chromate (1S:104)
with DFT of 25-30 microns followed by one
coat of Zinc Chrome Red Oxide (I1S:2074)
with DFT of 25 microns with all material,
labour, T&P as a complete job. Note: Painting
shall be paid separately under relevant item.

13 041370|Supplying fabricating and erecting welded|MT 10.00{140659.15( 1406591.50
and/or bolted and/or riveted steel work in
built up sections, trusses and framed work,
staging, racks, Height Gauge etc. for Steel
Structures other than bridge girders, using
RS, tees, angles and channels/flats, plates,
gussets, round or square bars, cleats, bolts
etc., with contractors own steel including
cutting, bending, straightening, drilling,
riveting, hoisting, fixing, erecting, welding,
bolting etc., with Providing stiffeners
wherever required as per approved drawing
including applying a priming coat of a
approved steel primer with all contractor's
materials, labour, tools & plants, lead & lift
including crossing of tracks if required etc.,
complete as per specification and as directed
by Engineer-in-charge. Note: The payment
shall be made on the theoretical weight of
main components and gusset plates only.

14 052030(|Supply and laying of quarry dust including|cum 120.00| 2657.59 318910.80
consolidation, supply of all materials, labour,
lead, lift, tools, plants, crossing of tracks as
per drawing and technical specification as
directed by the Engineer in charge in case
loose slush is encountered at site of
foundation before casting the foundation or
laying the filtering media.

15 052210(Providing cast in situ bridge number plaques|Each 1.00f 1206.22 1206.22
as per Railway drawing in cement concrete
1:2:4 mix using 20mm hard stone aggregate
embedded in 30mm notch in Bridge parapet
coping duly engraving the letter and figures
and an arrow indicating the direction of flow
and finishing the top exposed surface with
cement mortar 1:3, painting letters and
figures with two coats of black enamel paint
on two coats of white background with all
labour, tools, cement, paint etc. with all
leads and lifts.
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16 052220(|Providing cast in-situ plagues for bridge|Each 1.00] 1638.10 1638.10
foundations details of size 45cmx45cmx5cm
in cement concrete 1:2:4 mix using 20mm
hard stone aggregate embedded in 30mm
deep notch over abutment & piers,
engraving the letters & figures with CM 1:3
and finished smooth including painting
letters and figures with 2 coats of black
enamel and plaque with white enamel with
all labour, tools, cement, paint, curing etc. as
a complete job.

17 052260(Dewatering of natural or accumulated water|HP 650.00 67.48 43862.00
from any location. Payment to be done for|Hour
Horse power of pump multiplied by pumping
hours.

Manufacturing, supply and stacking of
machine crushed Track Ballast conforming to
RDSO Specification (IRS-GE-1) with Ilatest
correction slips at Railway depot or
nominated location. Note: Distance of
nearest quarry mentioned in each sub-item
is only for the purpose of selecting the items
for preparation of estimates/tender schedule,
based on the minimum distance between
nearest quarry and centre of supply points
and will not affect the selection of quarry
during physical supply in any way till
prescribed specification is met fully.

18 085016|{When distance of nearest quarry is more|cum 200.00| 2670.91 534182.00
than 50 km and up to 100 km

25mm gap 'in-situ' welding during traffic
block and finishing of weld to meetthe
prescribed tolerances and pass all stipulated
tests with all required labour, materials,
consumables, tools, equipments etc. to
complete the work in all respect as per IR's
"Manual for Fusion Welding of Rails by
Alumino - Thermic Process" with Ilatest
correction slips, including marking of welded
joint, painting weld collar with anticorrosive
paint, restoration of track near weld joint to
original position and fixing of joggled fish
plate at new weld, to be removed after
passing of weld in USFD test as directed by
Engineer in charge. Note: 1. Welding shall be
carried outonly by trained welder having
valid competency certificate using RDSO
approved Alumino Thermit Welding Portions,
3 piece prefabricated mould (ZIRCON
WASHED) manually pressed, Single shot
crucible fitted with auto tapping thimble and
Compressed Air Petrol/LPG preheating
technique as per RDSO Specification No
IRST/19-2020 with latest amendment. 2.
Hydraulic Weld trimmer shall be used for
chipping and profile Grinder for finishing. 3.
Only required nos. of Joggled fish plates shall
be supplied by Railway at nearest P. Way
Stores and the same shall be returned at
nearest P. Way Store or at other location as
per direction of Engineer-in-Charge after
release from track. All other items required
shall be supplied by the Contractor.

19 092011|For 60 Kg - 90 UTS Rail Each 8.00| 7264.80 58118.40
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20 092030

25mm gap 'in-situ' welding during traffic
block using Railway's welding portion &
Welder and finishing of weld to meetthe
prescribed tolerances and pass all stipulated
tests with all required labour, materials,
consumables, tools, equipments etc. to
complete the work in all respect as per IR's
"Manual for Fusion Welding of Rails by
Alumino - Thermic Process" with latest
correction slips, including marking of welded
joint, painting weld collar with anticorrosive
paint, restoration of track near weld joint to
original position and fixing of joggled fish
plate at new weld, to be removed after
passing of weld in USFD test as directed by
Engineer in charge. Note: 1. Only welding
portion and related accessoriesas per
Annexure - | and Welder shall be supplied by
Railways. 2. Hydraulic Weld trimmer shall be
used for chipping and profile Grinder for
finishing. 3. Required nos. of Joggled fish
plates shall be supplied by Railway at
nearest P. Way Stores and the same shall be
returned at nearest P. Way Store or at other
location as per direction of Engineer-in-
Charge after release from track.

Each

20.00| 1997.27 39945.40

Providing Caution Watchman at a location
where caution order is imposed and ensuring
to be on continuous vigil and exhibit
necessary hand signals to the trains for their
passage over caution spot. Note: 1)
Prescribed protection equipment shall be
supplied by Railways and the same shall be
returned after work is over. 2) If Contractor
fails to post watchman at any time during
one day, penalty at double the accepted
rates will be levied and 3) The watchman
nominated by the contractor will be
screened for suitability as per Railway
norms.

21 |124031

For one shift ( 12 Hrs)

Each

360.00f 1387.44 499478.40

Quick cutting with abrasive rail cutter of all
types of rail sections including wear
resistant, head hardened rails up to 110 UTS,
with contractors tools & plants, equipment,
consumable with all lead & lift etc. complete
as directed by Engineer in-charge. Abrasive
Rail Cutter will be as per RDSO Specification
No. TM/SM/1 (Rev. 01 of 2012) with latest
status of RDSO; Rail Cutting Wheel Abrasive
Disc will be as per RDSO Specification
No.TM/SM/2 (Rev. 01 of 2020)

22 161014

60 Kg - 110/90 UTS - On Running Line

Each

24.00 263.21 6317.04

Drilling holes of 16 mm to 32 mm dia. with
Rail Drilling machine including chamfering
with appropriate chamfering tools in all types
of rail section with contractor's tools &
plants, equipment, consumable with all lead
& lift etc. complete, as directed by Engineer
in-charge. Rail Drilling Machine will be as per
RDSO Specification No. TM/SM/3, dated
24.04.1991.

23 161042

On Running Line

Each

48.00 96.45 4629.60
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24 181040|Dismantling existing lifting barrier along with|Set 1.00| 28590.06 28590.06
winch assembly and other components like
boom, fringes, locking arrangements,
pedestal, boom rest, locking rods/wires,
pulley stakes, turn out wheels, 'A' base and
other materials connected with functioning
of lifting barrier, removing engineering
indicators on track and level crossing road
signages without any damage including
demolishing concrete base of existing
structures, filling, ramming and levelling the
ground disturbed during demolition, clearing
debris and stacking all released material in a
neat and countable manner and clear of
infringements, as directed. Note: Barriers on
both sides of level crossing constitute one
set.

Insertion of temporary girder in place of
formation involving dismantling of track,
removal of ballast and neatly stacking for
future use, excavation & installation of CC
crib or wooden crib at both ends as per
approved design in one or more traffic
blocks, excavation for creating space for
insertion of girder as required, placement of
girder by contractor's Crane, tools & plants,
filling of earth/sand filled bags at different
stages as required, linking of track and
connecting with the approaches, ballasting,
boxing and packing approach sleepers to
make track fit for 20 kmph to the satisfaction
of Engineer in-charge. Note: 1. The CC Cribs
as required and Temporary Girder shall be
supplied by Railways at available location. 2.
Transportation of Temporary Girder to site
shall be paid separately under relevant item.
3. The charges for wooden sleepers/blocks
required for matting and bearing as per
approved design shall be paid extra as per
relevant item. 4. In case bridge timber /
channel sleepers are required to be laid on
girder, the same shall be paid separately
under relevant item.

25 191022|RH /Temporary girder of length above 16.3m |Each 2.00{200812.59 401625.18
and up to 26.00 using Road crane capacity of
80 MT

26 191030{Manufacturing and using wooden|cum 10.00f 2017.82 20178.20

sleepers/blocks required for matting and
bearing as per approved design for use
below and above CC Crib for insertion of
Temporary Girder etc.. Note: The item is for
one time wuse and released wooden
sleepers/blocks shall be the property of the
Contractor.

Removal of temporary girder, crib on both
ends and placing temporary girder on crib /
cess away from Railway track as directed by
engineer at site under traffic block; filling of
Railway's earth by ramming, pulling ballast
from stack / adjoining track / same track,
laying track, linking with approach track and
packing of ballast for opening track at 20
kmph speed, boxing & dressing of cess,
ballast profiling etc. Note: If earth is to be
brought by contractor from outside, the
same will be paid separately.

27 191042|RH /Temporary girder of length above 16.3m |Each 2.00(216448.04 432896.08
and up to 26.00 using Road crane capacity of
80 MT
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Manufacturing, fabricating and supplying
retro-reflective Engineering Indicator boards,
made of 2mm thick aluminium sheet or 3mm
thick aluminium composite sheet, face to be
fully covered with high intensity
encapsulated type heat activated retro-
reflective sheeting conforming to type-IV of
ASTM-D4956-01 in yellow & black or other
colour combination including subject matter,
message, symbols, borders etc. as approved
by Engineer In-charge or as per IRPWM
guidelines, pasted on substrate by an
adhesive backing which shall be activated by
applying heat and pressure conforming to
class-2 of ASTM-D-4956-01 and fixing the
same with suitable sized aluminium alloy
rivets @ 20 cm c/c to back-support frame of
M.S. angle iron of size 25mm x25mm x
3mmprovided all along the edges of board
with theft resistant measures back side of
board shall be  with non-peelable
weatherproof paint, consisting of one coat of
zinc chromate primer and two coats of epoxy
paint. Vertical post shall have black & white
anti-corrosive paint or powder coating
complete, as directed.

28 202021 |Caution Indicator Board of size|Each 2.00f 7028.86 14057.72
1400mmx400mm with back support frame
fixed to vertical post of MS angle of size
50mmx50mmx6mm of 3650 mm long

29 202022|Speed Indicator Board of equilateral|Each 2.00f 6099.08 12198.16
triangular shape having each side of
1000mm with back support frame fixed to
vertical post of MS angle of size
50mmx50mmx6mm of 3650 mm long

30 202023|Stop Indicator Board of size|Each 2.00( 7028.86 14057.72
1400mmx400mm with back support frame
fixed to vertical post of MS angle of size
50mmx50mmx6mm of 3650 mm long

31 202024 |Termination Indicator Board of Circular|Each 2.00(f 8189.18 16378.36
shape having diameter of 1000mm with back
support frame welded to vertical post of MS
angle of size 50mmx50mmx6mm of 3950
mm long

Hiring of machinery for minor miscellaneous
works  for short duration including
operator/driver, fuel, lubricants and
consumable. The contractor shall arrange all
statutory permits as required by rules and
regulations prevailing in the area of work.
Payment shall be made for actual working
hours at site.

32 211201()JCB Backhoe Loaders 3DX Plus or similar with|Hour 100.00 975.39 97539.00
minimum 1.10 cum bucket capacity

Total 35725853.40

Schedule B-ltems of works that are covered by the DSR 2021 for Construction of Road under Bridge
Schedule|including RCC box of Railway span, approaches, diversion road and all associated works except
reinforcement Steel

Items of works that are covered by the DSR 2021 for Construction of Road under Bridge including
Item- 1 |RCC box of Railway span, approaches, diversion road and all associated works except
reinforcement Steel

S No. Item Description of Item Unit Qty Rate Amount
No

2.0 EARTH WORK
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2.8

Earth work in excavation by mechanical
means (Hydraulic excavator) / manual
means in foundation trenches or drains (not
exceeding 1.5 m in width or 10 sgm on plan),
including dressing of sides and ramming of
bottoms, lift upto 1.5 m, including getting
out the excavated soil and disposal of
surplus excavated soil as directed, within a
lead of 50 m.

1 2.8.1

All kinds of soil.

cum

330 286.85 94660.5

4.0

CONCRETE WORK

4.1S

CEMENT CONCRETE (CAST IN SITU)

4.1

Providing and laying in position cement
concrete of specified grade excluding the
cost of centering and shuttering - All work up
to plinth level :

4.1.3

1:2:4 (1 cement : 2 coarse sand (zone-lll)
derived from natural sources : 4 graded
stone aggregate 20 mm nominal size
derived from natural sources)

cum

60| 7365.15 441909

5.0

REINFORCED CEMENT CONCRETE

5.9S

FORM WORK

5.9

Centering and shuttering including strutting,
propping etc. and removal of form for

5.9.2

Walls (any thickness) including attached
pilasters, butteresses, plinth and string
courses etc.

Sgm

592 669.55 396373.6

7.0

STONE WORK

7.1S

RANDOM RUBBLE MASONRY

7.1

Random rubble masonry with hard stone in
foundation and plinth including levelling up
with cement concrete 1:6:12 (1 cement : 6
coarse sand : 12 graded stone aggregate 20
mm nominal size) upto plinth level with :

7.1.1

Cement mortar 1:6 (1 cement : 6 coarse
sand)

cum

50 6653.45 332672.5

10.0

STEEL WORK

10.2

Structural steel work riveted, bolted or
welded in built up sections, trusses and
framed work, including cutting, hoisting,
fixing in position and applying a priming coat
of approved steel primer all complete.

Kg

5200 111.95 582140

10.16

Steel work in built up tubular (round, square
or rectangular hollow tubes etc.) trusses etc.,
including cutting, hoisting, fixing in position
and applying a priming coat of approved
steel primer, including welding and bolted
with special shaped washers etc. complete.

6 10.16.1

Hot finished welded type tubes

Kg

58000 154.9 8984200

10.25

Steel work welded in built up sections/
framed work, including cutting, hoisting,
fixing in position and applying a priming coat
of approved steel primer using structural
steel etc. as required.

10.25.2

In gratings, frames, guard bar, ladder,
railings, brackets, gates and similar works

Kg

3328 142.3 473574.4

10.26

Providing and fixing hand rail of approved
size by welding etc. to steel ladder railing,
balcony railing, staircase railing and similar
works, including applying priming coat of
approved steel primer.

8 10.26.3

G.l. pipes

Kg

662 180.2 119292.4

12.0

ROOFING

12.1S

SHEET ROOFING
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Providing corrugated G.S. sheet roofing
including vertical / curved surface fixed with
polymer coated ] or L hooks, bolts and nuts 8
mm diameter with bitumen and G.I. limpet
washers or with G.l. limpet washers filled
with white lead, including a coat of approved
steel primer and two coats of approved paint
on overlapping of sheets complete (up to any
pitch in horizontal/ vertical or curved
surfaces), excluding the cost of purlins,
rafters and trusses and including cutting to
size and shape wherever required.

12.1.3 [0.63 mm thick with zinc coating not less than|Sgm 3973 978 3885594
275 gm/ sgm

Providing ridges or hips of width 60 cm
overall width plain G.S. sheet fixed with
12.4 polymer coated ] or L hooks, bolts and nuts 8
mm dia G.l. limpet and bitumen washers
complete.

12.4.1 |0.80 mm thick with zinc coating not less than|Metre 174 822.15 143054.1
275 gm/sgm

Providing valleys of 90 cm wide overall in
plain G.S. sheet fixed with polymer coated |,
or L hooks, bolts and nuts 8 mm dia G.I.
limpet and bitumen washers complete :

12.5.1 |{1.60 mm thick with zinc coating not less than|Metre 12 1370.4 16444.8
350 gm/sgm

Providing and fixing 15 cm wide, 45 cm
overall semi-circular plain G.S. sheet gutter
with iron brackets 40x3mm size, bolts, nuts
and washers etc.,, including making
necessary connections with rain water pipes
complete.

12.7.1 |0.80 mm thick with zinc coating not less than|Metre 333 811.85 270346.05
275 gm/sgm

13.0 FINISHING

Applying one coat of water thinnable cement
13.43 |primer of approved brand and manufacture
on wall surface :

13 13.43.1|Water thinnable cement primer Sgm 988 64.45 63676.6
13.44S |EXTERIOR FINISHING

Finishing walls with water proofing cement
paint of required shade :

13.44.1{New work (Two or more coats applied @ 3.84|Sgm 988 97.6 96428.8
kg/10 sqm)

Finishing with Epoxy paint (two or more
coats) at all locations prepared and applied
13.52 |as per  manufacturer's  specifications
including appropriate priming coat,
preparation of surface, etc. complete.

15 13.52.1|0On steel work Sgm 2362 201.7 476415.4
16.0 ROAD WORK
16.49S |MISCELLANEOUS

16.75 |Providing and laying C.C. pavement of mix|{cum 260( 8277.55 2152163
M-25 with ready mixed concrete from
batching plant. The ready mixed concrete
shall be laid and finished with screed board
vibrator , vacuum dewatering process and
finally finished by floating, brooming with
16 wire  brush etc. complete as per
specifications and directions of Engineer-in-
charge. (The panel shuttering work shall be
paid for separately). (Note:- Cement content
considered in this item is @ 330 kg/cum.
Excess/less cement used as per design mix
is payable/ recoverable separately).

12.1

10

12.5

11

12.7

12

13.44

14
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16.93 |[Providing and placing in position 100 mm|Sgm 150 2617.15 392572.5
thick factory made machine batched &
machine mixed Precast RCC Rectangular
Covers on drains of footpath of various sizes,
of M-25 grade cement concrete for RCC
work, including cost of centering, shuttering,
reinforcement of 8 mm dia TMT bars of Fe
500 grade @ maximum 100mm c/c on both
17 ways , neat cement punning on finished
surface, properly encased on all edges with
1.6 mm thick , 100 mm wide MS sheet duly
painted over priming coat , reinforcement to
be welded at edges with MS sheet and
providing 2 Nos. 12 mm dia bar for hooks etc
i/c cost of cartage, all leads & lift, handling at
site etc. all complete as per direction of
Engineer-in-Charge.

19.0 DRAINAGE

Extra for depth beyond 45 cm of brick

19.31
masonry chamber :
Providing and laying Non Pressure NP-3 class
(Medium duty) R.C.C. pipes including
19.35 collars/spigot jointed with stiff mixture of
' cement mortar in the proportion of 1:2 (1
cement : 2 fine sand) including testing of
joints etc. complete
18 19.35.3|900 mm dia RCC pipes. Metre 10| 4821.65 48216.5

Total 18969734.15

Schedule D-ltems of works that are covered by the Southern Railway USSOR, 2021 as corrected by
Schedule|and up to date applicable to TRIVANDRUM & PALAKKAD DIVISION for Supply of Cement (Schedule A,
C)

Items of works that are covered by the Southern Railway USSOR, 2021 as corrected by and up to

Item- 1 date applicable to TRIVANDRUM & PALAKKAD DIVISION for Supply of Cement (Schedule A, C)
S No. Item Description of Item Unit Qty Rate Amount
No

Supply and using Cement at Worksite

1 025072|0Ordinary Portland Cement 53 grade of|MT 1152.00( 10302.12( 11868042.24
approved brands/makes

Total 11868042.24

Schedule E-ltems of works that are covered by the Southern Railway USSOR, 2021 as corrected by
Schedule|and up to date applicable to TRIVANDRUM & PALAKKAD DIVISION for Supply of Reinforcement Steel
(Schedule A,B,C)

Items of works that are covered by the Southern Railway USSOR, 2021 as corrected by and up to
Item- 1 |date applicable to TRIVANDRUM & PALAKKAD DIVISION for Supply of Reinforcement Steel (Schedule
A,B,C)

S No. Item Description of Item Unit Qty Rate Amount
No

Supply of steel reinforcement of approved
brands/makes for R.C.C. work including
straightening, cutting, bending, placing in
position and binding all complete.

1 025082|Thermo-Mechanically Treated bars of grade|Kg 386712.00 132.67| 51305081.04
Fe-500D or more of approved brands/makes.

Total 51305081.04

4. ELIGIBILITY CONDITIONS

Important All documents uploaded and remarks / confirmation entered by the bidders against any
eligibility condition shall be opened as part of technical bid only

Special Financial Criteria

S.No.[Description Confirmation|Remarks|Documents
Required Allowed |Uploading
Bidder shall have eligibility as referred in Clause 5.0 of Part B of Tender Allowed
1 No No
Documents (Mandatory)
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Special Technical Criteria

Closing Date/Time: 28/11/2025 16:00

S.No.|Description Confirmation|Remarks|Documents
Required Allowed |Uploading
Bidder shall have eligibility as referred in Clause 5.0 of Part B of Tender Allowed
1 No No
Documents (Mandatory)
2 Similar Work: "Any RUB/Subway work involving box pushing technique" [No No Allowed
(Mandatory)

5. COMPLIANCE

Important All documents uploaded and remarks / confirmation entered by the bidders against any
compliance condition shall be opened as part of technical bid only.

Commercial-Compliance

S.No.|Description Confirmation(Remarks|Documents
Required Allowed |Uploading
Please enter the percentage of local content in the material
being offered. Please enter 0 for fully imported items, and 100 Allowed
1 for fully indigenous items. The definition and calculation of local|No Yes (Optional)
content shall be in accordance with the Make in India policy as P
incorporated in the tender conditions.
General Instructions
S.No.|Description Confirmation(Remarks|Documents
Required Allowed |Uploading
Pre-Bid meeting at KRDCL's Office at Trivandrum scheduled as
per NIT (Interested participants may attend Pre-bid meeting
1 through online for which they should sent a request to official|No No Not Allowed
mail id (tenders.krdcl@gmail.com) for online meeting ID and
password.)
Custom
S.No.|Description Confirmation(Remarks|Documents
Required Allowed |Uploading
Allowed
1 PAN Yes Yes (Mandatory)
. . o Allowed
2 GST Registration Certificate Yes Yes (Mandatory)
3 Declaration submitted in lieu of Bid Security Yes Yes '(A(l)lggc?:al)
4 Annexure | - Offer Submission Sheet. Yes Yes Allowed
(Mandatory)
Annexure Il - Experience Certificate duly attested as per the Allowed
5 proforma or proforma filled up and signed by the tenderer based|Yes Yes (Mandatory)
on the details furnished in the certificate. y
Certificate for the contract amount received duly attested from
the employer/ client showing the contractual amount received
6 OR attested copy of the audited Financial Statements which Yes Yes Allowed
includes, Trading, Profit and Loss Account OR Balance Sheet (Mandatory)
along with the certificate from the Chartered Accountant for the
contractual amount received. (refer 5.0 of Part B)
Annexure lllI- Constitution of the Firm with required document Allowed
7 copies i.e., Joint Venture/Partnership Deed(s), Incorporation of|Yes Yes
(Mandatory)
Company etc.
8 Annexure IV - Statement of works on hand Yes Yes Allowed
(Mandatory)
9 Annexure V - List of Engineers/Personnel Yes Yes '(A\l\ll:gvnvggtory)
10 Annexure VI - Details of Machinery (minimum as specified in Yes Yes Allowed
relevant technical conditions). (Mandatory)
11 Annexure VI A- Bid security as bank guarantee No No '(A‘O”S;';’Oe:al)
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12 Annexure VI B- Annual contractual turnover form Yes Yes Allowed
(Mandatory)
Annexure VII -Form for reporting of Employment of Railway Allowed
13 . No No .
Officers. (Optional)
14 Annexure - 'IX' Details of Bank Particulars Yes Yes Allowed
(Mandatory)
15 Annexure - 'X' Proforma for "No Middlemen" No No AIIovyed
(Optional)
16 Annexure - 'XI' Form for Acceptance of Tender No Yes AIIovyed
(Optional)
17 Annexure- 'XlIlI' Form -JV-1 - Format for Power of Attorney for Yes Yes Allowed
Authorised Signatory (if applicable in original or attested copy). (Mandatory)
Annexure -'XIII' Form -JV-2 - Format for Power of Attorney to lead Allowed
18 - . . L No No .
partner (if applicable in original or attested copy). (Optional)
Annexure- 'XIV' Form -JV-3 - Format for Draft M.O.U. (if Allowed
19 ; No No .
applicable). (Optional)
20 Annexure 'XV' Form - JV -4 - Draft format for Joint Venture No No Allowed
Agreement (in the required proforma in original if applicable). (Optional)
21 Annexure- 'XVI' - Format of affidavit to be uploaded by the Yes Yes Allowed
tenderer (Mandatory)
I R Lo . Allowed
22 Annexure- 'XVII' - Bid Capacity( if applicable) No No (Optional)
6. Documents attached with tender
S.No. Document Name Document Description
1 LC187TD_compressed.pdf Tender Document
2 LC187drawing.pdf Tender Drawing

This tender complies with Public Procurement Policy (Make in India) Order 2017, dated 15/06/2017,
issued by Department of Industrial Promotion and Policy, Ministry of Commerce, circulated vide Railway
Board letter no. 2015/RS(G)/779/5 dated 03/08/2017 and 27/12/2017 and amendments/ revisions
thereof.

As a Tender Inviting Authority, the undersigned has ensured that the issue of this tender does not
violate provisions of GFR regarding procurement through GeM.

Signed By: BEENA LALITHA
Designation : GMROB
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